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AquaSafe™ is a new innovative technology for the management of waste water. It is a one 
step process that is revolutionizing waste water treatment. In most cases, the water can be 
reused for processing, making a closed loop green system.

What works and what does not work: AquaSafe’s unique chemistry provides a rapid and 
efficient encapsulation and separation in a wide spectrum of wastewaters. In most cases, it is 
only necessary to identify the appropriate blend, dosage and equipment. However, AquaSafe
will not remove certain soluble organic chemicals, sugars, starches, alcohols (including 
glycols). It is most typically used for cleaning effluent from the following processes:  
tumbling, parts cleaning, latex paint clean-up water, and other high solids aqueous effluent.

Dosage: The AquaSafe system is designed, under ideal conditions, to be a one step “chemist 
in a can” operation. Our experience suggests that most wastewaters that respond to 
AquaSafe treatment will require approximately one pound of dry Aqua Safe per per100 gallon 
of wastewater.

Treatment Procedure:  
1.  Fill container with wastewater. 2.  Make sure pH is between 6.0 and 9.0. 3.  Agitate 
solution 1-2 minutes. 4. Add approximately 1 tsp. AquaSafe per one gallon (mix 2-3 
minutes). 5. Mix again for 30 seconds and stop (wait 30 seconds – add more AquaSafe if 
necessary. 6. Mix again for 30 seconds and stop (repeat if necessary). 7. Separation should 
be complete in 15 minutes. 8. Pour clear water through filter paper. 9. Pour balance of water 
and sludge over filter paper. 10. Let drain and dry. 11. All metals will be captured in the 
sludge.
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Post Treatment: AquaSafe is intended to be a one step process; however, in some applications, 
further treatment is necessary to meet discharge parameters or water quality for re-use. Standard 
methods of post-treatment may include activated carbon, (in canisters, packs, cartridges), micro 
filters, diatomaceous earth or sand filters.

Regarding the enclosed AquaSafe Samples:
WW-100 is an all-purpose product that works quickly and effectively in many situations. For this 
reason, it is the first product to try in a demonstration or test.
WW-200 is particularly efficacious in vibratory finishing, tumbling and cleaning wastewaters. An 
excellent choice in many cases.
WW-250 is a new product that works under various conditions. It takes longer to floc, but often 
produces a superior sludge.
WW-300 has proven to be very good in most oily water or grease situations. It needs more time to 
floc than the other blends, and may result in a lower pH.
WW-380 is another blend to try if others do not work well. Under some wastewater conditions, this is 
a functional blend.

Note: Blends are sensitive to the chemistry of the effluent, and are subject to trial and error.

Regarding the enclosed liquid compound samples:
MB #4 – This compound is to finish all metals and plastics. Develops natural color on metals and 
produces clear, brilliant look. Conditions water and suspends oil. Excellent for cut down of any material 
using ceramic or plastic media. The concentration should be 1-3 ounces per gallon of water.
MB #84 – This liquid compound is a rust preventative used in various finishing systems as a final rise. 
MB-84 is odorless, non-foaming, and transparent. Great for final dip of parts. Good for steel shot 
storage. For flow-through mix, use 2-4 oz. of compound per gallon. For dipping, use 32 oz. of 
compound per gallon of water.

Note: The ease of wastewater treatment is in a large part due to the type of compound used in the 
process that is generating the wastewater. Although WW-200 and WW-380 may work well with your 
current waste stream, these liquid compounds are specifically designed to be used with this AquaSafe
chemistry.

For technical information, call 401-667-7902.


